
 
 

BOOTH SIZE, INCLUSIONS AND BOOTH DESIGN 
Please Note: Booths 120 through 730 have a 13 foot high ceiling, restricting all displays to 8 feet in height. 
 
The following applies to all booths: 

• Exhibit booths must be carpeted  
• Displays and signs must fit within the vertical and horizontal confines of the contracted space.  (No part 

of a display may extend into the aisle from floor to ceiling.)   
• Open or unfinished sides of the exhibit which may be seen from adjoining booths or the aisle must be 

covered or show management will have them covered at the exhibitor’s expense.  
• Any deviation must be submitted to APWA for prior approval.  
• Exhibits not conforming to these specifications or which in design, operations, or otherwise are 

objectionable in the opinion of the management will be prohibited.  
 

Please refer to the Rules and Regulations, included with your exhibit contract, for full detail on the rules and 
regulations.  
 
10x10 Linear or In-Line Booth 
All single booth spaces are 10' wide x 10' deep, with 8' drape backdrop and 3' side rails. The cost of one booth 
space includes the pipe and drape and one booth identification sign.  The maximum height of eight feet (8’) is 
allowed only in the rear half of the booth space, with a four-foot (4’) height limit imposed on all materials in 
the remaining space forward to the aisle.  When three or more Linear Booths are used in combination as a 
single exhibit space, the four-foot (4’) height limitation is applied only to that portion of exhibit space which is 
within ten feet (10’) of an adjoining booth.  

 
 



Perimeter Booth  
A Perimeter Booth is a Linear Booth that backs up to a wall of the exhibit facility rather than to another 
exhibit. Perimeter Booths have a twelve-foot (12’) maximum height limit.  
Display materials should not obstruct or block sight lines of neighboring exhibitors. The maximum height of 
twelve (12’) feet is allowed only in the rear half of the booth space, with a four-foot (4’) height limited 
imposed on all materials in the remaining space forward to the aisle. Note: When three or more Perimeter 
Booths are used in combination as a single exhibit space, the four-foot (4’) height limitation is applied only to 
that portion of exhibit space which is within ten feet (10’) of an adjoining booth.  
 

 
Split Island Booth  
A Split Island Booth is a booth exposed to aisles on three sides and is ten feet (10’) deep, i.e. 10’x10’. Split 
Island booths have an eight-foot (8’) back wall height limit. No hanging signs are allowed.  The entire cubic 
content of the booth may be used to the maximum height of eight (8’) feet. 
 
Island Booth  
An Island Booth is a booth exposed to aisles on all four sides. An Island Booth is 20’x20’ or larger. Anything less 
than 20’x20’ is not considered an island and will have an eight foot (8’) restriction and no hanging signs will be 
allowed.  The entire cubic content of the Island Booth may be used to the maximum allowable height which is 
twenty (20’) feet.  
 
Exhibitors contracted for island booths and have booth designs that require pipe and drape will be subject to 
relocation to an appropriate in-line booth space.  Exhibitor must provide draping to cover any exposed 
elements such as the backs of TVs, electrical lighting cords, pop up displays, etc. 

 



 
HANGING SIGNS & GRAPHICS 
Hanging signs and graphics are permitted in Island Booths 20x20 or larger only, to a maximum height of 
twenty two (22’) feet above the floor. The top of signage suspended from above may not exceed the twenty 
two (22’) foot height limit.  
 
FLOOR WEIGHT LIMITS     
The flooring of the exhibit halls has a maximum load capacity of 350 pounds per square foot. If you are 
displaying heavy machinery, to determine the pounds per square foot criteria, divide the total weight of your 
machine, in pounds, by the square foot contact area of the machine on the exhibit floor. If the result is greater 
than the pounds per square foot, you must increase the contact area of the machine in a manner that 
uniformly distributes the weight of the machine on the exhibit floor until the result is less than the pounds per 
square foot. Under no circumstances may the weight of any equipment or exhibit material exceed a hall’s 
maximum floor load capacity. Exhibitor accepts full and sole responsibility for any injury or damage to 
property or person resulting from failure, knowingly or otherwise, to distribute the load of their exhibit 
material in conformity with the maximum floor load specifications. 
 


